Tunable ultra-fast infrared generation in a gas-filled hollow core capillary by a four-wave mixing process: erratum

OLIVIA ZURITA-MIRANDA,1,2,* CORALIE FOURCADE-DUTIN,1 FREDERIC FAUQUET,1 FREDERIC DARRACQ,1 JEAN-PAUL GUILLET,1 PATRICK MOUNAIX,1 HERVE MAILLOTTE,2 AND DAMIEN BIGOURD1

1Laboratoire IMS, UMR CNRS 5218, Université de Bordeaux, 33400 Talence, France
2Département d’Optique, Institut FEMTO-ST, UMR CNRS 6174, Université Bourgogne Franche-Comté, 25030 Besançon, France
*Corresponding author: olivia.zurita-miranda@u-bordeaux.fr

Received 25 May 2022; posted 25 May 2022; published 10 June 2022


The temporal axes in Figs. 12 and 13 in Ref. [1] contain incorrect values. They were introduced during data plotting. Here, the correct figures are provided in Figs. 12 and 13 with the appropriate temporal scale.

From Fig. 12(b), we can conclude that a tunable infrared idler pulse from 1.2 to 1.5 µm was generated with a quasi-linear rate of ~333 nm/ps (instead of 13.3 nm/fs given in [1]) which depends on the signal chirp value.

Fig. 13. Spectrum as the function of the delay for the signal (a) and (b) idler for a chirped pump pulse case.

REFERENCE